
All ARDEX Flooring Adhesives are designed to work with our complete range of Levelling 
and Smoothing Compounds, in both commercial and domestic environments, and have 
been developed and tested to be fully compatible with today’s most commonly used 
floorcovering types.

ARDEX Flooring Adhesives meet the requirement guidelines for the EMICODE licence  
‘EC1 PLUS’, achieving the lowest possible emission limits.

Our quick reference guide allows you to easily 
identify the most appropriate adhesive for the 
floorcovering being installed.
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DESCRIPTION
                 

PRODUCT PACK SIZE VINYL LINOLEUM CARPET CARPET TILES UNDERLAY RUBBER 

 

PRESSURE SENSITIVE VINYL ARDEX AF 145 12kg 

PRESSURE SENSITIVE CONTRACT ARDEX AF 148 10kg 

VINYL  ARDEX AF 165 14kg

LUXURY VINYL TILE  ARDEX AF 175 6kg/12kg  

LOW EMISSION CARPET ARDEX AF 325 14kg

TACKIFIER ARDEX AF 825 10kg

HIGH GRAB TACKIFIER ARDEX AF 835 10kg

HEAVY DUTY (ONE COMPONENT)  ARDEX AF 2575 PLUS 7kg

HEAVY DUTY (TWO  COMPONENT) ARDEX AF 2525 2K 6kg

UNIVERSAL  ARDEX AF 2365 6kg/14kg

SOLVENT FREE CONTACT  ARDEX AF 635 2.5kg

RUBBER ARDEX AF 275 12kg

LINOLEUM  ARDEX AF 785 14kg

LEGEND: * Double Stick        † Permanent         ‡ Vertical        ¤ Contact Manufacturer        • Release         ø  Up to 2.5mm      
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Recommended Adhesives Guide
FEATURED ADHESIVE:
HEAVY DUTY ADHESIVE - 
ONE COMPONENT 

n  Moisture, weather and water resistant

n  Suitable for internal and external use

n   High temperature resistance, ideal for use in areas of 
direct sunlight and with underfloor heating systems

n  Very high bond strength, for use in high load areas

n  Zero waste – ready mixed and resealable

n  Very low emissions

n  Solvent free

n  Suitable for installing LVT to walls

n  Covers up to 23m2



ARDEX AF 145 
ARDEX PRESSURE SENSITIVE 
VINYL ADHESIVE

F 46 KE 2000 S ULTRABOND ECO 360

ARDEX AF 148 
ARDEX PRESSURE SENSITIVE CONTRACT F 46 KE 2000 S –

ARDEX AF 165 
ARDEX VINYL ADHESIVE F 44 KE 2428 ULTRABOND ECO VS90 PLUS

ARDEX AF 175 
ARDEX LUXURY VINYL TILE ADHESIVE – KE 66 ULTRABOND ECO 4 LVT

ARDEX AF 325 
ARDEX LOW EMISSION CARPET ADHESIVE F 3 KE 2560 ULTRABOND ECO 185

ARDEX AF 825 
ARDEX SURFACE TACKIFIER F 41 U 2100 ULTRABOND ECO TACK

ARDEX AF 835 
ARDEX HIGH GRAB TACKIFIER F 40 – ULTRABOND ECO TACK TX+ 

ARDEX AF 2575 PLUS 
ARDEX 1K HEAVY DUTY ADHESIVE F 49 KE 49 HT ULTRABOND ECO MS 4 LVT

ARDEX AF 2525
ARDEX 2K HEAVY DUTY ADHESIVE – KR 430 ADESILEX G19

ARDEX AF 2365 
ARDEX UNIVERSAL ADHESIVE – KE 2428 ULTRABOND ECO VS90 

AF 635  
ARDEX SOLVENT FREE CONTACT ADHESIVE F 66 WK 222 –

ARDEX AF 275 
ARDEX RUBBER ADHESIVE F 58 PLUS KE 66 / KE 200 SL ULTRABOND ECO VS90

ARDEX AF 785 
ARDEX LINOLEUM ADHESIVE F 54 KE 2428 ULTRABOND ECO 390 

Comparison Guide F. BALL UZIN MAPEI

THINK RED. TRUST ARDEX. ardex.co.uk01440 714939

This comparison guide is meant as a guide only. 
For more information on ARDEX Flooring Adhesives, please visit our website, email info@ardex.co.uk or call 01440 714939.
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